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ABSTRACT
The high heat fluxes to the divertor during edge localised mode (ELM) instabilities have to be
reduced for a sustainable future tokamak reactor. A solution to reduce the heat fluxes could be
the Super-X divertor, which will be tested on MAST-U. ELM simulations for MAST-U Super-X
tokamak plasmas have been obtained, using JOREK. A factor 10 decrease in the peak heat flux
to the outer target and almost a factor 8 decrease in the ELM energy fluence when comparing
the Super-X to a conventional divertor configuration has been found. A detached MAST-U case,
after the roll-over in the target parallel electron density flux, is used as a starting point for ELM
burn-through simulations. The plasma burns through the neutrals front during the ELM causing
the divertor plasma to re-attach. After the crash a transition back to detachment is indicated,
where the recovery to pre-ELM divertor conditions occurs in a few milliseconds, when the neutral
pressure is high in the divertor. Recovery times are shorter than the inter-ELM phase in previous
MAST experiments. The peak ELM energy fluence obtained after the ELM burn-through is 0.82
kJ/m2, which is significantly lower than that predicted from the empirical scaling of the ELM energy
fluence - indicating promising results for future MAST-U operations.
1 Introduction
High confinement mode (H-mode) [1] is the favoured operation regime for tokamaks, due to the
increased core plasma pressure, in comparison to low confinement mode (L-mode). However, as
the plasma edge pressure gradient and current density reach critical limits, explosive behaviour is
observed; these magneto-hydrodynamic (MHD) instabilities are called edge localised modes (ELMs)
and are quasi-periodic [2]. When an ELM occurs the steep pressure pedestal that has built up in the
plasma edge collapses and large amounts of energy and particles are released on material surfaces
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facing the plasma. ELMs can remove up to 10% of the plasma thermal energy in less than 1 ms [3].
Experimentally ELMs are observed as filamentary structures, which erupt from the plasma edge
[4, 5], transporting heat and particles to the plasma facing components of a tokamak. Whilst the
heat fluxes to the divertor are high, ELMs are useful to regulate impurities within the core plasma
through the evacuation of density.
In order to achieve its goal of Q=10 (Q is the ratio of fusion power to plasma heating power)
ITER will operate in H-mode. The ELM predictions made for this future tokamak, indicate heat
fluxes from type-I ELMs would damage the Tungsten divertor plates [6]. For DEMO, even the
steady heat flux is a concern and so it is of great importance that an improved understanding of
ELM physics is achieved to ensure durability of divertor materials [7]. In order to reduce ELM heat
fluxes various control mechanisms are being explored to obtain suppression or mitigation including
RMPs, pellets and kicks [8–12]. However, alternative exhaust geometries are also being researched
to reduce the heat fluxes incident on divertor targets.
The MAST-U tokamak will test a new divertor configuration, the Super-X [13, 14], as a possible
solution to lower the target heat fluxes. Additional poloidal field coils have been installed, to direct
the plasma into the Super-X divertor(s) and to allow control of the strike point radius length (Rs).
At larger Rs the contact area of the plasma increases, which decreases the target heat flux. In
addition, flux expansion in the chamber is also possible increasing the neutral interaction volume
before the plasma reaches the targets [15]. The divertor is closed with a baffle, this design allows
for retention of neutrals [15], which is important for attaining detachment whilst keeping impurities
low in the core plasma. The detachment process allows for an increase in the radiated energy of
the plasma before it reaches the targets; it occurs when there is a significant decrease in plasma
density flux, temperature and heat flux to the divertor targets. Operating in a detached regime
will be beneficial, especially in future tokamaks, ITER already plans to operate in a partially
detached regime [16]. Detachment can be achieved by increasing the upstream plasma density [17]
or by increasing radiative losses through an impurity seeding ramp, which leads to an increase in
recycling in the divertor and an increase in neutral density at the targets, where atomic processes
play a key role.
Plasma detachment has been predicted, for some MAST-U L-mode [18] and H-mode [19] plas-
mas. However, the behaviour during ELMy H-mode is unknown and so it is of interest to study
the characteristics of ELMs in the new Super-X divertor geometry. In this paper we present first
simulations of ELMs in MAST-U, in advance of its operation; for this the JOREK code [20, 21]
is used. JOREK is a 3D nonlinear MHD code, which is being actively validated against current
experiments, including studies of MAST [22]. An overview of the model, used for the simulations,
is given in section 2.
Section 3 explores the ELM dynamics of the MAST-U Super-X tokamak focusing on the heat
fluxes to the divertor targets and the ELM energy fluence. A direct comparison of the new Super-X
divertor is made to a conventional MAST-U divertor configuration where the initial plasma profiles
are consistent and the only difference is the outer leg lengths. Section 4 includes simulation results
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using the JOREK diffusive neutrals model with separate ion and electron temperature equations.
A roll-over is obtained for the MAST-U case, indicating a large neutral density in the Super-X
divertor. A comparison of JOREK to SOLPS simulations has been made, given in appendix A, for
an L-mode MAST case and a H-mode MAST-U case, to evaluate the ability of such a simplified
fluid neutrals model to describe detachment. In section 4 a detached divertor case is then used as
a start for the ELM burn-through study. The role of neutrals in the divertor and the extent of the
burn-through is simulated along with calculations of ELM recovery times. The simulations in this
paper indicate that during an ELM the plasma will burn through the cloud of neutrals, which has
built up in the divertor, and the recovery times are found to be smaller than the inter-ELM period.
However, the simulations also indicate that the Super-X geometry, and additionally the detached
pre-ELM divertor, lead to a considerable buffering of divertor heat fluxes and a deviation from the
Eich scaling.
2 The JOREK code adapted for divertor recycling and ELM burn-
through
2.1 Numerical model
A reduced two-temperature fluid model with neutrals has been used. It is implemented in JOREK
where the seven-field model has variables ψ (poloidal magnetic flux), Φ (electric potential), v‖
(parallel velocity), ρ (plasma density), Ti (ion temperature), Te (electron temperature) and ρn
(neutral density). The reduction assumes that the perpendicular velocity is in the poloidal plane
and that the toroidal magnetic field is constant in time. Hence the total plasma velocity (~vtot) and
total magnetic field ( ~B) are given as
~vtot = ~v‖ + ~v⊥ = v‖ ~B + ~eφ × ∇Φ, (1)
and






∇ψ × ~eφ. (2)
Where R is the major radius, ~eφ is the toroidal unit vector and F0 = B0R0, where B0 is the
amplitude of the magnetic field at the magnetic axis (R = R0). Substituting the expressions for the
total plasma velocity and total magnetic field projections into the visco-resistive MHD equations
gives the reduced model [23]. The set of normalised equations are given by Eq. 3-9, with two

























































































Where the parallel current is
j = −R2∇φ · J = ∆∗ψ, (10)





is the Grad-Shafranov operator.
The toroidal vorticity W and plasma pressure p are
W = ∇φ · (∇ × v⊥) = ∇2⊥Φ, (11)
p = ρ(Ti + Te). (12)




and ~b = 1|B|
~B. The Poisson
brackets are defined as [α, β] = ~eφ · (∇α× ∇β). Sρ, ST , Sρn and jA are the density, temperature,
neutral density and current sources respectively. V
NBI
is a toroidal momentum source accounting
for neutral beam injection. The equations are normalised to the core density ρ0 and the magnetic
permeability µ0 in order to have a near Alfvén time for the normalised time, where tSI = t ·
√
µ0ρ0.
The normalised density, pressure and toroidal current density are ρSI = ρρ0, pSI = ρT/µ0 and
jSI = −j/(Rµ0) respectively.
Temperature-dependant Spitzer resistivity (η = η0 (Te/Te,0)
− 3
2 ) and viscosity (µ = µ0 (Te/Te,0)
− 3
2 )
are used, where Te,0 is the electron temperature at the magnetic axis. The Braginskii parallel ther-
mal conductivities κ‖e,i are equivalent to κ‖ = κ‖0 (T/T0)
5
2 for electrons and ions. Hyper-diffusive
coefficients are also used for numerical stability but are kept low enough not to affect the physics.
Profiles are used to represent the H-mode transport barrier; the perpendicular diffusivity for density
(D⊥) and temperature (κ⊥) are given as radial profiles, which dip in the pedestal region - these
are ad hoc values representing anomalous transport.
Equation 9, for the neutral density, describes the fluid neutrals with a diffusive coefficient Dn.
The neutrals model has been used previously for MGI and disruption simulations in JOREK [24].
4
The neutral density only consists of Deuterium atoms - Deuterium molecules and impurities such
as carbon from the MAST-U wall are not included, meaning the dissociation process is also not
included. Some atomic processes are included in the model - ionisation (Sion) and recombination
(αrec) rates, taken from [25] and [26] respectively and the normalised ionisation energy (ξion) for
Deuterium, are included. The line (Llines) and bremsstrahlung (Lbrem) radiation rate coefficients
are computed using ADAS data [27]. However, the charge exchange process, which leads to momen-
tum losses, is not included. Charge exchange is the dominant atomic process at low temperatures
around 1 − 10 eV, which are relevant divertor temperatures for detachment. Results indicate that
charge exchange is not important to obtain a roll-over for detachment but does play a role in
the detachment process [28]. Missing physics could be included in future work, including extra
species or the charge exchange process. However, this requires additional variables and equations,
which will further increase the computational time. The multi-mode ELM simulation shown in this
paper already requires approximately three million core hours to run on the MARCONI-Cineca
supercomputer, which is why this simpler model has first been tested for the ELM burn-through
simulations presented here.
Dirichlet boundary conditions are used for the magnetic field. Where the boundary of the
computational domain coincides with a flux surface, Dirichlet boundary conditions are applied.
For boundaries with which the flux is incident, such as the targets, there are free outflow boundary
conditions for the density and temperature, in the model without neutrals. In the neutrals model
the density is reflected back as neutrals as described below. Bohm and sheath boundary conditions
are implemented for the parallel velocity where the magnetic flux is not parallel to the boundary.
This is to represent the sheath at the boundary, which forces the parallel velocity to equal the
sound speed (cs);
~vtot · ~n = ±cs = ±
√
γT~b · ~n, (13)
and
nT~v‖ + κ‖∇‖T = γshnT~v‖ (14)
where T is Te or Ti, ~n is the unit vector normal to the boundary, γ = 5/3 and γsh = 4.5 for
the sheath boundary conditions. Reflective boundary conditions are implemented for the neutral
density; as the plasma density is incident on the boundary this is reflected away as diffusive neutrals.
This can be represented by
Dn∇ρn · ~n = −ξreρ~v‖ · ~n, (15)
where ξre is the reflective coefficient that determines the source of neutrals from the boundary.
2.2 MAST-U equilibria and simulation set-up
The MAST-U equilibrium is generated with an extended outer leg, using the Fiesta code [29, 30].
BT = 0.64 T, the plasma current is 1 MA, qaxis = 1.1, q95 = 7.9 and the central density and sum of
the electron and ion temperatures are 0.52 × 1020 m−3 and 1.8 keV respectively. The temperature
and density profiles are based on MAST pulse 24763 and are unstable to the peeling-ballooning
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modes that drive ELMs. The Grad-Shafranov equation is solved again within JOREK for the
magnetic flux and a grid is built. To account for the bootstrap current an additional perturbation
to the parallel current at the plasma edge is implemented, in the future a more realistic current
profile can be obtained using the wide set of diagnostics available on MAST-U. The JOREK grid is
a set of 2D Bezier finite elements in poloidal plane (R,Z) and is flux aligned to capture fast parallel
transport, until just few cm outside the separatrix. Patches are then added to extend the grid to
the MAST-U wall [31], such that the wall boundary conditions are represented correctly. A Fourier
decomposition is used in the toroidal direction due to the periodicity allowing for investigations
into single toroidal mode numbers with the benefit of reduced computational time.
The initial equilibria for each of the MAST-U cases have the same profiles, with the only
difference being the outer leg length; each of the cases are given in Fig. 1 a)-e) where the flux
contours are shown. Starting from a conventional case Fig. 1 a) where the strike point is at
Rs = 0.7 m to the Super-X case in Fig. 1 d) and a Super-X case with expanded flux in Fig. 1 e),
which have strike points at Rs = 1.5 m. Fig. 1 f) shows the normalised pressure profile, normalised
current density profile and the q-profile, used in the simulations, the normalisation of the quantities
in JOREK are given in [24]. Fig. 1 g) shows the equilibrium density and temperature profiles as a
function of normalised poloidal flux (ψn).
Once the equilibrium and MAST-U grid have been obtained the simulation is first run with
equilibrium flows only (n=0). Firstly, this allows the Bohm boundary conditions to diffuse from
the boundary and secondly it allows the recycling of neutrals from the wall. For the ELM study
a quasi-steady state first has to be reached then a perturbation can be introduced, in the form of
single/multiple toroidal mode numbers, to seed the ELM. The initial perturbation is much smaller
than the equilibrium fields, typically at the level of numerical noise. This initial perturbation only
increases if the equilibrium is unstable. When the nonlinear phase of the simulation is reached an
ELM crash occurs and a saturation phase follows.
3 ELM simulations: single temperature model without neutrals
Prior to the inclusion of separate energy equations for ions and electrons and the terms related to
neutrals, the reduced visco-resistive MHD model was used, here the neutral density equation (and
neutral terms) are not included and there is just one energy equation describing both the ion and
electron temperatures; Ti = Te.
3.1 Linear parameter scans (Super-X configuration)
In the following, linear simulations of the Super-X case without expanded flux, are performed (Fig.
1 d)). The new MAST-U Super-X equilibrium parameter scans are carried out to observe behaviour
of the instability growth rate. Single toroidal mode number (n) simulations are performed for the
Super-X case; the growth rates are plotted as a function of n in Fig. 2 a). The growth rate increases
with increasing toroidal mode number and plateaus at higher n as expected. Here, diamagnetic
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Figure 1: Poloidal plane flux contour plots for a conventional MAST-U divertor a) extending the outer leg
b) and c) towards a Super-X divertor. The Super-X configuration d) with no flux expansion in the divertor
chambers and e) with flux expansion. The black boxes indicate the coil positions and the thicker coloured
lines show each separatrix. Rs is the strike point radius and L‖ is the connection length from midplane to
target at ψn = 1.0001. f) The profiles for pressure, current density and q as a function of ψn. g) The density
and temperature profiles as a function of ψn.
terms are not included and so high n modes are not suppressed. The following simulations in this
section have a single toroidal mode number of n = 20. Simulations that include additional mode
numbers are more accurate, used later in section 4, although there are limits with regards to the
computational resources.
The energy and density pedestal losses are observed for each toroidal mode number. Here, the
lower mode numbers result in smaller density and energy losses from the pedestal, which in this
case is defined from ψn = 0.9 to ψn = 1.0. The losses from the n = 5 single mode number case have
a factor of 3.5 difference in the pedestal density loss and a factor 10 difference in the energy pedestal
losses compared to the n = 25 single mode number case. The total energy loss also increases with
increasing mode number.
A scan of the resistivity and viscosity are shown in Fig. 2 b) and c) respectively, this is
conducted to show the influence of the non-ideal MHD parameters on the stability of the modes.
The resistivity follows a resistive ballooning mode regime, where at high resistivity the growth rate
increases; at lower resistivity the growth rate appears to saturate. The viscosity has the opposite
effect damping the growth rates at higher viscosity, as expected.
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Figure 2: Linear growth rate of the instability as a function of a) toroidal mode number with a resistivity
of 5.4 × 10−6 Ω.m and a dynamic viscosity of 3.7 × 10−6 kg.m−1.s−1. b) Resistivity scan with n = 20 and
dynamic viscosity of 1.5 × 10−6 kg.m−1.s−1. c) Viscosity scan with n = 20 and a resistivity of 1.0 × 10−5
Ω.m.
3.2 Nonlinear ELM dynamics (Super-X R4 configuration)
A nonlinear simulation is performed for the Super-X case, to explore the ELM crash. The MHD
parameters used are as follows; the resistivity η = 5.4 × 10−6 Ω.m (a factor 200 above the Spitzer
value) and perpendicular/ parallel viscosities µ⊥ = 3.7 × 10−6 kg.m−1.s−1/ µ‖ = 3.7 × 10−5
kg.m−1.s−1 respectively. The hyper-resistivity and hyper-viscosity are set to ηnum = µnum =
7.0 × 10−15 for numerical stability. Perpendicular particle and heat diffusivity profiles are used to
represent the transport barrier with values of D⊥ = 1.5 m
2s−1 in the core, D⊥ = 0.5 × 10−2 m2s−1
at ψn = 1.0 and κ⊥ = 1.9 × 10−8 kg.m−1.s−1 at the pedestal top. The parallel heat transport
coefficient for ions and electrons is combined in the single temperature model, where κ‖ = 1.5×102
kg.m−1.s−1 (a factor 6 smaller than the Braginskii value for electrons and factor 5 larger than the
value for ions).
The evolution of the energy of the modes is shown in Fig. 3 a) for the equilibrium (n = 0) and
perturbation (n = 20) magnetic and kinetic energies. The growth rate of the instability is 3.45×104
s−1 and the crash occurs at around 1.4 ms. The pressure profile evolution is shown in Fig. 3 b);
the time step for each corresponding pressure profile is shown in Fig. 3 a). The pressure starts
with a steep pedestal and as the ELM crash occurs the pedestal collapses transporting energy and
particles from the core to the open field lines of the SOL and to the divertor regions.
The evolution of the density filaments in the poloidal plane is shown in Fig.3 c), starting from
the equilibrium with large density gradient in the edge to when the crash occurs and filaments
erupt from the plasma edge. These filaments are small, sheared and slowly rotate with the E ×B
rotation due to the ELM. Without a rotation profile the filaments travel much further into the SOL
as seen in [22].
When the ELM crash occurs the energy and particle losses in the pedestal are 11% and 13%
respectively. The pedestal losses are calculated using volume integrals from ψn = 0.9 to ψn = 1.0.
The peak heat fluxes to the inner and outer targets are 1.6 MW/m2 and 0.8 MW/m2 respectively. The
evolution of the heat flux to the lower outer target is shown in Fig. 5 d). The peak heat flux is
an order of magnitude lower in comparison to a MAST conventional divertor case. The heat flux
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Figure 3: a) Evolution of the energy of the modes. b) The evolution of the pressure profile. c) Density
filament evolution during the crash.
is also lower than the estimates made due to the target area increase; note that previous ELM
simulations for JET [32] using this model produced slightly lower target heat fluxes in comparison
to experimental data. The peak target heat fluxes to the upper divertor are 1.3 MW/m2 (inner) and
0.8 MW/m2 (outer).
A test is conducted for different transport coefficients for the Super-X, to determine if the
assumed diffusivities are causing lower than expected peak heat fluxes. Due to the Super-X outer
target having a larger connection length, in comparison to the conventional target, the plasma
ejected during an ELM takes longer to reach the target; because of this the choice of diffusive
parameters is explored. A scan of the MHD diffusivities is performed and the corresponding peak
heat flux to the divertor, due to the ELM, is obtained. When the perpendicular particle diffusivity
is varied over two orders of magnitude the growth rate of the instability increases slightly with
increasing D⊥. The peak heat flux to the outer Super-X target varies by 0.32 MW/m
2 and decreases
with increasing D⊥. The perpendicular thermal conductivity is also varied over two orders of
magnitude, resulting in the growth rate of the instability slightly decreasing with increasing κ⊥.
The peak heat flux varies by 0.46 MW/m2 over two orders of magnitude, again decreasing with
increasing κ⊥. The parallel heat diffusivity (κ‖) is also reduced resulting in the peak heat flux to
the outer target arriving later. The peak heat flux varies by 0.4 MW/m2 over one order of magnitude
change in κ‖. The perpendicular and parallel diffusivities have an effect and are important for the
SOL diffusion of parallel heat flux. The results indicate that the choice of the MHD parameters for
particle and heat diffusivity is not the reason for the lower than expected heat flux; however, the
parameter choice does have an affect on the simulation results.
3.3 MAST-U divertor configuration comparison
In order to verify the above MAST-U simulations and to compare the Super-X to other configura-
tions a scan in the leg length is conducted, using the 5 cases shown in Fig. 1. For the rest of the
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paper these cases may be referred to as R1-R5 represented by the different divertor configurations
in Fig. 1 a)-e), where Rs the lower outer target strike point radius, is at 0.75, 0.8, 1.1, 1.5, 1.5 m
respectively. The connection length (L‖) is defined from the target to the midplane at ψn = 1.0001,
L‖ = 24.1, 27.7, 29.8, 32.2, 36.7 m for the cases R1-R5 respectively. Each case starts with the same
equilibrium, the only difference is the leg length to the outer target. An ELM simulation is run for
each case with a single n = 20 mode number. The instability growth rates are very similar for each
of the cases as is expected for the same equilibrium profiles; with a mean of 3.38 × 104 s−1 and
standard deviation of 9.8 × 101 s−1. The pedestal particle and energy losses due to the ELM are
also very similar; the mean percentage pedestal particle loss is 12.8% with a standard deviation of
0.75%, the mean percentage energy pedestal loss is 10.4% with a standard deviation of 0.49%. The
pedestal losses approximately correspond to 0.8 kJ and 1.1 × 1019 particles for each of the cases.
Figure 4: The peak target heat flux for the inner and outer lower divertor as a function of L‖.
Fig. 4 shows the peak heat flux, to the lower inner and outer targets, as a function L‖. The
peak heat flux to the lower inner divertor in each case is similar, however, the peak heat flux to
the lower outer target is an order of magnitude less for the Super-X divertor configuration (R4
and R5) in comparison to the conventional case (R1). The simulations show transitioning from a
conventional case to the Super-X case reduces the peak heat fluxes by a factor 10 from 8 MW/m2 to
0.8 MW/m2. This can be understood by considering the area the heat flux is incident on in both cases
- approximately 0.14 m2 in the conventional case to 1.5 m2 in the Super-X case. The comparison
between R1 and R4 divertor configurations appears to be reasonable considering the change in
target area. However, the peak heat fluxes are in general smaller than expected in comparison to
target heat fluxes from ELMs in previous MAST experiments [33].
The R3 case, at L‖ = 29.8 m has a higher peak heat flux than R2 (L‖ = 27.7 m), which has a
shorter connection length and Rs. It is thought that the angle of incidence plays an important role
here, the field lines are almost perpendicular to the target in the R3 case, this is not the case for
R2. The target flux is also less expanded in the R3 case, as seen in Fig. 5, in comparison to R2.
However, it appears the flux expansion has a less significant role in reducing the ELM peak heat
fluxes to the outer target than the angle of incidence, as seen in Fig. 4 by comparing the peak heat
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flux of R4 with R5 and R2 with R3.
Figure 5: Heat flux patterns onto the outer target for R1-R5 shown in a)-e) respectively. The horizontal
white dashed line indicates the position of the separatrix. The vertical grey dotted lines indicate the time
the ELM crash occurs (the peak in MHD activity) and the time the peak heat flux occurs. Note the different
length, time and heat flux scales in each heat flux pattern.
Fig. 5 shows the evolution of the heat flux onto the outer target in each case R1-R5 correspond-
ing to Fig. 5 a)-e) respectively. The white dashed line indicates the separatrix position. In all the
cases the ELM occurs around 1.4 ms. It is seen that for the cases R1 and R2 the peak heat flux to
the outer target then occurs approximately 0.1 ms after the crash. When moving further out to the
R3 case the peak heat flux occurs 0.4 ms after the crash and is further delayed to 0.6 ms after the
ELM crash in the R4 and R5 Super-X cases. The heat flux patterns are continuous in the length
along the target except for the R3 case (Fig. 5 c)), which has a discontinuity at around 0.1 m; the
reason for this is that the strike point is positioned very close to where one of the corners of the
Super-X divertor chamber is located - further indicating the angle of incidence is important.
The parallel energy fluence (ε||) is calculated for each of the divertor configurations. ε|| is






where αB is the angle between the magnetic field lines and the divertor target and s is the distance
along the target.
Fig. 6 a) shows profiles of ε|| as a function of the target distance for each of the divertor
configurations, where the separatrix position is given by the black dashed line. ε|| is largest for the
conventional divertor configuration (R1) and is spread over a narrower target distance. As with
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the peak heat flux, R3 has a higher peak ε|| than R2. However, it is seen ε|| is spread further
over the target, also note αB is smaller for the R2 configuration. The peak ε|| for the Super-X
configurations, with (R5) and without (R4) expanded flux, are approximately a factor 8 lower than
ε|| for R1 and the spread along the target is observed.
Figure 6: a) Profiles of the ELM energy fluence (ε||) as a function of target distance for each of the divertor
configurations. b) The ELM peak energy fluence in JOREK, for each divertor configuration, compared to
the exact scaling (ε|| = 0.28 × n0.75e,ped × T 0.98e,ped × ∆W 0.52ELM × R1.0geo) and within the regression limits (ε|| =
0.14 × n0.9e,ped × T 0.99e,ped × ∆W 0.36ELM ×R1.4geo) of the empirical scaling of the ELM parallel energy fluence.
The empirical scaling of the ELM parallel energy fluence, obtained from experimental data
analysis on multiple tokamaks in [6], is used for a comparison to the JOREK simulations for
MAST-U. In [6] ε|| is given as
ε||(MJ/m







Fig. 6 b) shows ε|| calculated from the MAST-U simulations for each of the configurations
(R1-R5) using Eq. 16 compared against the Eich ELM scaling law Eq. 17. The conventional
configuration R1 is the case with the best agreement at around three times the estimate for the
exact and at the limit of the scaling law. Note, in [34] some of the JOREK JET cases, also without
diamagnetic terms, are close to or just outside three times the estimate. The Super-X cases R4 and
R5 appear to deviate from the empirical scaling, for these the parallel energy fluences are above a
factor 30 different compared to the exact Eich ELM scaling and just below a factor 30 comparing
to the scaling with altered limits.
4 ELM burn-through simulations: two temperature model with neu-
trals
ELM simulations are now performed with the JOREK diffusive neutrals, two temperature model
given in section 2. The extent of the plasma burn-through in the Super-X divertor during an
ELM, is investigated. First an attempt to obtain a detached divertor is shown, following this the
ELM burn-through results are given. The multi-mode number ELM simulations are constrained by
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computational resources, so it has only been possible to simulate multiple toroidal mode numbers
of n = 2, 4, 6, ..., 20. An attempt to use more mode numbers was unsuccessful, on the MARCONI-
Cineca supercomputer. This was due to the memory required for the simulation, partly due to
the larger model with more variables, which includes separate equations for the ion and electron
temperatures as well as an equation for the neutral density. The effect of divertor neutral pressure,
after the ELM crash, is briefly examined.
4.1 Obtaining a detached divertor for ELM burn-through studies.
For the purposes of the ELM burn-through study in the Super-X it is first important to demonstrate
detachment, or to at least obtain a high neutral density in the divertor with the JOREK neutrals
model. For the R4 equilibrium without expanded flux a scan in upstream density is performed. Six
test cases are each run, for 20 ms, until a saturated state is reached to allow neutral density to build
up in the divertor; the cases have different upstream densities ranging from 0.05 − 0.31 × 1020 m−3.
The neutral diffusivity coefficient (Dn) is set to just over 200 m
2/s everywhere; this value is lower
than the neutral diffusivity estimated in appendix A.1. The lower Dn can be somewhat justified as
lower divertor/target temperatures would be obtained if more physics, such as the missing atomic
processes, would be included in the model, and at lower temperatures the neutral diffusivity is
lower. Divertor pumping is not included in this case.
Figure 7: a) The target parallel electron density flux and target electron temperature (at the separatrix) as
a function of upstream density. b) The ionisation in the lower divertor for the R4 scan.
Fig. 7 a) shows for increasing upstream density a roll-over in the target parallel electron density
flux (Γe) is observed. As this occurs the target electron temperature decreases below 5 eV. The
roll-over is not steep but the ionisation front also is seen to move off of the target upstream (Fig.
7 b)) as the roll-over occurs. The case after the roll-over, with mid-plane separatrix density of
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2.0 × 1019 m−3 in Fig. 7 a), is used for the ELM simulations. This case is closest in terms of Γe
in a comparison to SOLPS results from [19]. A comparison to SOLPS is given in appendix A.3
(Fig. 16). Appendix A also contains a comparison between a JOREK and SOLPS attached L-mode
MAST case (in A.2) and comparison of a H-mode MAST-U Super-X case with expanded divertor
flux (in A.3). The expanded divertor flux equilibrium is more similar to the SOLPS case given in
[19].
The upstream density scan was conducted without divertor pumping; however, MAST-U will
have cryopumps in the Super-X divertor to remove impurities and for density control. Pumps are
implemented in the simulations as line sinks in the upper and lower outer divertors and a scan of the
pumping speed has been obtained with equilibrium flows only. The parameters for these simulations
are given in the appendix B. The addition of the pumps modifies the densities and temperatures
at the targets, while only slightly affecting the upstream profiles just outside the separatrix. Fig.
8 shows the saturated peak target values to the lower outer target of the Super-X as a function of
pumping speed. Whilst the heat flux to the targets is fairly constant for all pumping speeds, the
heat flux slightly increases after the target has evolved from a detached to an attached state. The
impact of the pump is explored and it is seen that as the pumping speed is increased, the neutrals
are being removed from the divertor, leading to a decrease in densities and an increase in electron
and ion temperatures. There appears to be a threshold, where the plasma re-attaches - when the
neutral pumping is high enough, the neutral density significantly drops at the target along with
the plasma density and the peak target electron temperature increases from around 4 eV to 40
eV, i.e. by a factor 10. This indicates if the pumping in MAST-U is too high at these values of
upstream density then the target temperatures could be above those required for a detached state.
The results could be on the pessimistic side as the JOREK simulations do not seem to be as deeply
detached in comparison to the predictions of what is more likely to be observed experimentally.
Figure 8: The saturated peak heat flux, peak density, peak electron temperature and peak neutral density on
the outer lower divertor target as a function of pumping speed.
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4.2 Toroidal mode number scan
Before the multiple mode number simulations are presented, a scan of toroidal mode number is
obtained to observe the growth rates in the linear phase for the different models. Fig. 9 a) shows
the growth rates as a function of toroidal mode number. The blue circles are the scan for the
single temperature visco-resistive reduced MHD model. This is compared to the two temperature
model (without neutrals) in JOREK and the two temperature model with neutrals, used for the
ELM burn-through simulations. The growth rates for the two temperature model are higher than
the single temperature model but still follow a similar trend. The toroidal mode number scan for
the two temperature model with neutrals indicate that the neutrals suppress the instability growth
rate at high toroidal mode number and in this case n = 10 is the dominant mode number. Note,
diamagnetic terms are not included in the simulations.
A suggestion as to why the neutrals have this effect on the growth rates could be due to
the plasma-neutral interactions, causing increased energy damping of higher mode numbers in
comparison to the lower mode numbers. The higher mode number perturbations tend to be more
localised to the edge of the plasma as shown in Fig. 9 b), where the plasma-neutral interactions
occur, which could be damping the energy more strongly. Lower mode number perturbations, on
the other hand, tend to spread further into the plasma core and are therefore probably less affected
by the plasma-neutral interactions in the edge. The ionisation and line radiation are localised at
the outboard side around the edge of the plasma, an example of the ionisation is shown in Fig.
9 c), during the n = 20 linear growth phase (the ionisation has the same structure for the other
mode number simulations). Both the ionisation and line radiation are slightly higher for the n = 20
and n = 2 toroidal mode numbers in comparison to the n = 10 mode number simulation during
the linear growth phase; the ionisation and line radiation are just inside the separatrix, where the
peak outboard mid-plane values are both roughly a factor 1.2 higher for the n = 20 simulation in
comparison to the n = 10 simulation. The increase in neutrals altering the instability growth rate
is also observed in the reflectivity scan in appendix B.1. The reflective coefficient is changed after
a detached divertor case is obtained and then a single mode number (n = 20) ELM simulation
is performed. Fig. 19 shows the ELM crash occurs later with increasing reflectivity (ie. with an
increased number of neutrals in the domain).
4.3 Multi-mode ELM simulation
Multi-mode number simulations are performed (n = 2, 4, 6, ..., 20) in an attempt to produce a more
realistic ELM crash. An attempt to use more mode numbers was unsuccessful due to the memory
required for the simulation. The inclusion of multiple mode numbers leads to a violent crash and
more suppressed MHD activity after the ELM in comparison to a single mode number simulation,
where the filamentary oscillations are long lived. Single mode number simulations are given in
appendix B. As MAST has a high rotation, this simulation includes a rotation profile. The same
MHD parameters as the single mode number simulations are used and the reflectivity is set to 95%.
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Figure 9: a) The growth rates as a function of toroidal mode number for the visco-resistive reduced MHD
single temperature JOREK model, the two temperature model and the two temperature model with neutrals.
b) The flux perturbations during the linear growth phase of the simulations for n=2 (left), n=10 (centre) and
n=20 (right). c) The ionisation in the poloidal plane in the linear growth phase of the n = 20 simulation.
After a cold divertor has been obtained n = 2, 4, 6, 8, 10, 12, 14, 16, 20 are added to the simulation,
the energy of the mode numbers grow, shown in Fig. 10 a) and when the ELM crash occurs
n = 10 is the dominant mode number, as expected from the growth rates of toroidal mode number
scan. The ELM crash leads to increased fluxes to the divertor and burn-through is observed in the
Super-X, after the crash recovery times can be calculated and a saturation phase with lower MHD
activity occurs.
The evolution of the nonlinear structure of the ELM filaments is observed using the JOREK
synthetic fast camera diagnostic, Fig. 10 b). The JOREK fast camera diagnostic code was devel-
oped and first used for MAST simulations shown in [22]. This code has now been slightly adapted
as the neutral density can be used directly from the simulation data instead of applying a fit, which
was previously done. Per image there are 384,000 pixels corresponding to the lines of sight on which
the radiation is integrated over, where the photon emissivity coefficient data is given as a function
of density and temperature, using ADAS data. The examples of the JOREK fast camera, given in
Fig. 10 b) start from a well-confined plasma before the instability occurs (top-left). Filaments then
start to form and violently erupt into the scrape-off-layer and start to rotate. The non-linearity of
the ELM filaments due to mode interaction is apparent in comparison to the more uniform filament
structure of the single mode number simulations (given in appendix B). When the crash occurs an
increase in the visible light is then seen in the divertor regions, due to the flux of heat and particles.
The visible light in the divertor region is so bright that a filter had to be applied, restricting the
maximum light, in order to observe the filaments. After, the filaments start to reduce in size, whilst
the divertor remains bright (two lower-right images of Fig. 10 b)).
The violent crash leads a quick burn-through. A simple analytical calculation is performed to
determine the extent of the ELM burn-though given the neutral density in the Super-X chamber
before the ELM. The neutral density in the lower divertor has been integrated over the volume
of the Super-X chamber to determine the number of neutral particles. This is calculated to be
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Figure 10: a) The evolution of the kinetic (coloured lines) and magnetic (grey lines) energy of the mode
numbers for the multi-mode simulation. b) The evolution of the filamentary structures during the multi-mode
ELM simulation imaged with a synthetic fast camera diagnostic (time given in ms).
2.98 × 1018 particles, the ionisation energy per neutral particle is 13.6 eV. Therefore, it would take
6.5 J for all the neutrals in the lower divertor to be ionised. Assuming all the energy lost from the
pedestal, during the ELM crash, goes to the divertor regions then 1050 J would go to the lower
divertor. This simple calculation indicates ELM burn-through will occur unless the ELM size is
a factor 160 lower or there is a factor 160 more neutrals in the lower divertor for the ELM to be
completely buffered. However, the ELM is partially buffered with the inclusion of neutral particles
in the simulations, not only is energy taken from the ELM to ionise the neutrals front in the divertor
but as the density flux from the ELM arrives on the target, even more neutrals are being reflected
from the wall, and these neutrals also need to be ionised by the ELM energy before it is incident
on the target.
The evolution of the peak outer lower target values, of the heat flux, plasma density, electron
temperature, and neutral density, are give in Fig. 11 a). The peak heat flux to the outer lower
target, due to the ELM, is 9.8 MW/m2 and is a factor three lower to the upper outer target. The
peak heat flux arrives roughly 0.1 ms after the ELM crash, and 1.5 ms after the crash the heat flux
has relaxed to almost pre-ELM conditions. When the evolution of the heat flux is plotted along the
target the peak is located just outside the separatrix. The peak in heat flux then rapidly (in around
0.1 ms) moves along the outer target to around 20 cm from the separatrix, before it travels back
towards the separatrix with a significantly reduced amplitude. The peak electron temperature on
the upper and lower outer targets is 150 eV and recovers to below 5 eV (almost pre-ELM conditions)
around 3 ms after the crash.
The density and electron temperature, in the poloidal plane, during the ELM are given in
Fig. 11 b) and c) respectively. The density filaments extend further into the SOL and finger-like
structures are observed around the X-point and in the divertor region; this is also seen in the
electron temperature. Due to the higher density and temperature around the baffle region the peak
heat flux onto the baffle is calculated. The peak heat flux is 2 MW/m2 to the baffle, a factor of 5 lower
than the peak heat flux to the outer target of the Super-X. Due to the baffle position it could be
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an issue during large ELMs; however, the baffle in MAST-U has been covered with carbon tiles to
manage this. The magnetic field structure is plotted to observe whether the finger-like structures
are due to the magnetic field. The Poincaré plot in Fig. 11 d) shows the whole region around the
strike point is ergodised, with field lines connecting the pedestal top to the target.
Figure 11: a) The evolution of the peak outer target values for the heat flux, density, electron temperature
and neutral density for the upper (dashed lines) and lower (solid lines) divertors. A poloidal plot of the
density b) and electron temperature c) during the ELM. d) Poincaré plot of the magnetic field structure
during the ELM.
In the simulation before the ELM there is a higher plasma and neutral density and lower electron
temperature in the lower divertor in comparison to the upper divertor. During the ELM crash the
filaments rotate due to the intrinsic E ×B rotation caused by the ELM itself. This rotation leads
to a non-symmetric distribution of fluxes to the upper and lower divertors. The simulation results
show that more plasma density is diverted to the lower divertor during the ELM than the upper
divertor (Fig. 11 a) and b) and 10 b)); because of this there is a larger burn-through observed in the
lower divertor and a higher peak heat flux, which is roughly three times more, in the lower divertor
(Fig. 11 a)). Consequently, a higher neutral density is observed in the lower divertor, in comparison
to the upper divertor, just after the ELM. The peak target electron temperatures, due to the ELM,
are the same in both divertors and the recovery time of the target electron temperature to almost
pre-ELM conditions is the same. The heat flux recovery times are similar in both divertors (Fig.
11 a)).
The parallel energy fluence, as described in section 3.3 for the different divertor configurations,
is analysed. ε|| is analysed firstly to determine if the Super-X extended leg configuration follows
the Eich ELM scaling and then to determine whether a detached plasma also follows the scaling
law. Fig. 12 shows ε|| as a function of ∆WELM . For the simulations performed ∆WELM is the
only quantity in Eq. 17 which is different for each simulation. The black dashed line in Fig. 12
shows the Eich ELM scaling and the black circles indicate ε|| as predicted by Eq. 17 for the cases
R1-R5 and the Super-X case with neutrals. The R4 JOREK Super-X simulation (without neutrals)
given in Fig. 12 shows a deviation of a factor 14 from the scaling. The peak ε|| for the multi-mode
R4 simulation with neutrals (orange diamond Fig. 12) is a factor 2 lower than the R4 case using
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the single temperature model without neutrals (red triangle), despite having over double the ELM
energy loss. The results indicate that not only do the extended leg cases deviate from the Eich
ELM scale (as seen in Fig. 6) but also a detached plasma causes an even larger deviation from the
Eich ELM scale. This deviation is a promising result as ε|| decreases, indicating the ELM could be
somewhat buffered if the divertor is in a Super-X configuration and/or a detached regime.
Figure 12: The peak ELM parallel energy fluence as a function of ELM energy loss. ε|| is significantly lower,
than the Eich ELM scaling, for the Super-X detached plasma despite the larger ∆WELM . ε|| is given for the
Eich ELM scaling (black) and for the JOREK Super-X cases with (orange) and without neutrals (red).
The evolution of the ionisation in the lower outer Super-X divertor, during the ELM simulation,
is shown in Fig. 13. Starting from a detached divertor before the ELM at t=8.83 ms, as the ELM
crash starts at approximately t=9.18 ms the ionisation front is still upstream and the divertor is still
detached. At approximately t=9.27 ms the peak heat flux is incident on the outer divertor targets
and the ionisation has significantly increased on and in front of the outer targets, 2 ms after the
crash the ionisation front is still at the target and the electron temperature is above 10 eV for both
divertors so it is assumed the plasma is still attached at this point of the simulation. The ionisation
decreases almost 1 ms after the ELM crash and at 12.4 ms the plasma starts to detach in both the
upper and lower divertors, the peak electron target temperature has decreased to below 5 eV and
the ionisation front starts to move off the target, indicating the plasma may detach again after the
ELM during the inter-ELM phase. The detached regime is not long lived in the lower divertor due
to the MHD activity of the lower toroidal mode numbers and the lower divertor attaches again. At
around 13.7 ms the lower divertor appears to detach again as the peak target temperature drops
again below 5 eV and the ionisation front moves upstream. The upper divertor remains detached
after 12.4 ms but by analysing the ionisation in the divertor it appears that the divertor is not
deeply detached after the ELM crash in this multi-mode simulation.
4.4 Neutral pressure role in the Super-X after the ELM crash (pumping scan)
Due to the larger than expected MHD activity after the ELM, an artificial elimination of the mode
numbers is implemented for a divertor pumping scan. Only the n = 0 equilibrium mode is kept
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Figure 13: The evolution of the ionisation in the upper and lower outer Super-X divertors during the ELM
simulation.
to eradicate the MHD activity after the ELM. In an attempt to replicate the inter-ELM phase
this abrupt blocking of the mode numbers could be acceptable. In the future, equilibria could
be constructed from experimental data, which could improve the accuracy of the simulations and
diamagnetic terms would be expected to suppress after-ELM activity. Sources are included to
further reproduce the behaviour of the inter-ELM phase, to allow the density and temperature
profiles to build back to the equilibrium profiles used at the start of the simulation. The source
allows the profiles to fill up for around 20 ms, which is a typical inter-ELM phase observed in
previous MAST experiments [35].
When the finite mode numbers are removed at 10.2 ms, after the energy of the n = 10 mode
number has decreased, a scan in divertor pumping is conducted. The pumps are again included in
the upper and lower divertors as neutral sinks and the simulations are continued until a saturated
state is reached several milliseconds later. The evolution of the peak target values in the lower
divertor are analysed. The results indicate that the Super-X divertor detachment occurs quickly,
less than 2 ms, after the ELM crash - this time period is a fraction of the time of the inter-ELM
phase. For the highest pumping speeds the temperatures rise again and the plasma re-attaches.
The peak target electron temperature again saturates at around 40 eV.
A comparison is made for the upper and lower divertors with pumping after the ELM. There
is a shift in the thresholds for the upper and lower divertors re-attaching; this occurs at a lower
pumping amplitude for the upper divertor in comparison to the lower divertor, due to the increased
densities in the lower divertor. The lower target saturated quantities as a function of pumping
speed have the same thresholds for detachment and saturation as the equilibrium pumping scan,
before the ELM, given in Fig. 8.
5 Conclusions
ELM simulations for the MAST-U Super-X configuration have been explored. The single tem-
perature visco-resistive reduced MHD simulations without neutrals indicate there is a factor 10
reduction in the peak heat flux to the outer target of the Super-X in comparison to a conventional
divertor configuration, which is reasonable considering the increase in area from the conventional
to Super-X targets.
A roll-over in the target parallel electron density flux for the MAST-U H-mode case is obtained.
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As the divertor detaches the target electron temperature drops below 5 eV and the ionisation front
moves upstream. A detached case after the roll-over is used as a starting point for the ELM burn-
through simulations. More relevant equilibria have been used for comparisons to SOLPS for a
MAST L-mode case and a MAST-U H-mode case.
ELM burn-through simulations have been obtained for single and multiple toroidal mode num-
bers with the neutrals model. It is seen that n = 10 is the dominant mode number, where it is
thought higher mode number energies, which are more localised in the plasma edge, are damped
due to the plasma-neutral interactions. The multi-mode number simulation performed gives a peak
ELM heat flux of ∼9.5 MW/m2 at the lower Super-X target. The plasma appears to detach around 3
ms after the ELM, indicating the potential for the plasma to detach in the inter-ELM phase of large
ELMs on MAST-U. However, in the lower divertor the plasma is not as deeply detached as before
the ELM due to the MHD activity after the ELM in this simulation. Due to the E × B rotation
the differences in the upper and lower divertor have been observed during the ELM crash, where a
larger ELM burn-through in the lower divertor occurs, resulting in higher peak heat fluxes.
The ELM energy fluence for MAST-U has been investigated. The conventional divertor case
shows agreement of ε|| to the Eich ELM scaling law but the Super-X extended leg configurations
differ. However, whilst ε|| deviates from the scaling, it is significantly lower for the Super-X cases.
The results suggest the scaling may have to be adapted for extended leg divertors and for detached
plasmas, but are promising as they indicate Super-X detached plasmas will have decreased ELM
energy fluences.
Divertor pumping simulations are explored, pumping speed scans are obtained before and after
the ELM, which indicate the same threshold. Specifically, when the pumping speed is increased
above a threshold the plasma appears to not detach - which should be taken into consideration
when the MAST-U cryopumps are in operation. The threshold could be expected to increase in the
experiment due to the missing physics in this model, where it becomes difficult to simulate deeply
detached plasmas.
When MAST-U starts operation in the near future questions about the behaviour during ELMy
H-mode in the Super-X configuration can be answered, until then the simulations presented here
can provide useful guidance. The ELM simulations with the neutrals model show the plasma
burn-through the neutrals front in the Super-X divertor. Recovery times to pre-ELM conditions
in the divertor are on the order of a few milliseconds in each case where the neutral density in the
divertor is high enough. The recovery times are shorter than the inter-ELM phase for large ELMs
in previous MAST experiments; indicating promising results with regards to future experiments on
the MAST-U Super-X tokamak.
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A Appendix A - Assessment of the JOREK neutrals model
In the following appendix first the neutral diffusive coefficient is estimated using the formula in [36],
before a comparison of the JOREK diffusive neutrals model is made with SOLPS [37]; SOLPS is a
widely used SOL transport model. The comparison commences with a simple L-mode MAST case
in an attached divertor regime and then a more advanced comparison of a H-mode MAST-U case,
where a roll-over in the particle density flux with increasing upstream density has been obtained
- this is a characteristic of detachment. The model, described in section 2, including neutrals and
the two energy equations has been used to obtain the results given here.
A.1 Calculating the neutral diffusivity
The neutral diffusion coefficient Dn is implemented to describe the motion of neutrals. In the
simulations Dn is set to one constant value everywhere in the domain. However, it is unclear what
a realistic value of Dn should be; the choice of this parameter has an impact on the simulation
results such as target density and temperatures. Nevertheless, a choice can be made which provides
comparable results to other codes, that include more physics. A choice of the neutral diffusion
coefficient can also be made using an approximation first implemented and used in JOREK by
D. Hoving [36]. The implementation of this approximation for these simulations of MAST and
MAST-U resulted in numerical instabilities where large gradients in the pressure occur. Therefore,
the attempt to include this formula into the two temperature diffusive neutrals model has been
so far unsuccessful, but could be considered for future work. Instead, the formula has been used
to compare to the choice of Dn. This approximation for the neutral diffusion takes into account
charge exchange, which was otherwise neglected in the simulations, where due to the large charge
exchange, the thermal speed of the neutrals can be approximated to the thermal speed of the ions.






ρ(< σv >c.x. + < σv >ion)
, (18)
where λ is the neutral mean free path for collisions, 1/τ is the frequency of collisions, vth is
the thermal velocity, Nd.o.f is the number of degrees of freedom (Nd.o.f = 3), kB is the Boltzmann
constant and Ti is the ion temperature, ρ is the plasma density, < σv >ion is the ionisation reaction
rate and < σv >c.x. is the charge exchange reaction rate. The normalised JOREK < σv >c.x. and
< σv >ion are given as



























An estimation of the neutral diffusivity can be calculated over the domain using the equation for
Dn. Examples of the neutral diffusivity values are given in Fig. 14 where Dn has been calculated
in a saturated state. Note, Dn is not calculated during the simulations but a constant value for Dn
is used everywhere. The examples show a MAST L-mode and a MAST-U Super-X H-mode case,
using the density and temperatures given at the end of the simulations in the saturated state, as
inputs. Dn ranges from around 6.0 × 102 to 2.4 × 105 m2s−1. Typically, in the simulations values of
around 300 m2s−1 (MAST L-mode attached plasma) and 200 m2s−1 (MAST-U H-mode detached
plasma) are used, and sensitivity scans have been performed to estimate the extent of the role that
Dn plays in the simulations. Lower than estimated values for Dn are used than what are calculated
using Eq. 18, justified by the missing physics, which causes higher divertor/target temperatures
and at higher temperatures the neutral diffusivity is is higher.
Figure 14: The amplitude of the diffusive neutral coefficient according to the calculation from Eq. 18, for
the MAST L-mode case (left) and the MAST-U Super-X H-mode case (right).
A.2 L-mode MAST case
The double-null MAST discharge, 30356, is used where the toroidal field is 0.436 T, the plasma
current is 0.750 MA, q95 is 5.4 and the injected neutral beam power is 2.0 MW. This discharge has a
central density of 2.7 × 1019 m−3 and a central electron temperature of 1200 eV.
The same discharge has been previously used for SOLPS simulations given in [18]. The equilib-
rium density and temperature profiles are fitted to the profiles obtained from Thompson scattering
diagnostic data. The neutral reflectivity (ξre) is set to 100%. The perpendicular particle diffusivity
is set to 4 m2s−1 everywhere. The neutral diffusivity is set to 300 m2s−1. A scan in the neutral
diffusivity has been conducted and it is worth noting that this parameter influences the saturated
peak target values. Increasing neutral diffusivity increases the plasma and neutral density at the
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target, whilst decreasing the ion and electron temperatures. The perpendicular heat diffusivity is
2.5×10−8 kg·m−1·s−1 inside and 9.7×10−9 kg·m−1·s−1 outside the separatrix giving a perpendicular
heat diffusivity between 0.3 and 10 m2/s. A pump has been defined along the outboard side of the
lower leg of the MAST grid to remove neutrals from the divertor, as in SOLPS.
Figure 15: a) The plasma density and neutral density (left), electron and ion temperature (centre) and
heat flux (right) as a function of major radius at the lower outer target. The black dashed line indicates the
separatrix position. b) Table comparing JOREK and SOLPS peak outer target values. c) JOREK neutral
line radiation in the lower divertor region, the white line indicates the separatrix.
The JOREK simulations are performed with equilibrium flows (n = 0) only. This allows the
influence of the Bohm boundary conditions to diffuse from the wall, along with a diffusion of
neutrals from the wall due to the reflective boundary condition. The profiles at the outer lower
target are shown in Fig. 15 a), at a quasi-saturated phase around 6 ms. The profiles show similar
trends to those given by SOLPS in [18]. The peak values of the outer lower target are less than a
few cm outside the separatrix as in SOLPS. The peak in the ion temperature is further into the SOL
than the peak in electron temperature; and the electron temperature peak is around 37 eV, too
high for a detached regime. The peak values are used for a more direct comparison to SOLPS; these
are given in the table in Fig. 15 b). JOREK and SOLPS are in reasonable agreement for the peak
target values, but the plasma density is a factor 5 larger in SOLPS. The line radiation from neutral
species is shown in Fig. 15 c) and is comparable to that found in previous SOLPS simulations [18].
Similar amplitudes for the neutral line radiation are observed in the divertor region, which peaks
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on the target just outside the separatrix and in both cases the plasma is attached. The differences
could be due to missing effects in JOREK particularly carbon radiation.
A.3 H-mode MAST-U Super-X case
For the purposes of the ELM burn-through study in the Super-X it is first important to demon-
strate detachment, or to at least obtain a high neutral density in the divertor with the JOREK
neutrals model. The comparison of the R4 equilibrium is given in Fig. 16. The amplitude of Γe is
significantly lower in JOREK and the roll-over is not as steep and the target electron temperature is
slightly higher in the JOREK case than the SOLPS case. However, the roll-over occurs at roughly
the same upstream density in both cases and the target electron temperature drops below 5 eV
when the roll-over occurs.
Figure 16: a) The target parallel electron density flux and target electron temperature as a function of
upstream density, comparing JOREK with SOLPS [19] for the R4 scan.
The R5 equilibrium is compared to the SOLPS case given in [19] as these equilibria are more
alike. Five cases are run, where the only difference is the upstream density ranging from 0.2 −
3.1 × 1019 m−3. The simulations are run for 30 ms with equilibrium flows to allow neutral density
to build up in the divertor and to reach a saturated state. Fig. 17 a) shows that as the mid-plane
separatrix density is increased there is a roll-over in the plasma density flux to the outer target,
indicating a high neutral density, cold divertor and detachment for the highest upstream density
cases. The electron temperature at the target decreases to below a few eV and the ionisation front
is seen to move upstream with increasing upstream density, as shown in Fig. 17 b). A comparison
has been made to SOLPS, for this MAST-U Super-X H-mode case. The SOLPS results are from
[19], where the MAST-U equilibrium with expanded flux is used. In JOREK the perpendicular
diffusivity profiles were set to be the same as SOLPS. The comparison shows that the results from
JOREK are not as deeply detached as SOLPS, due to the shallow roll-over observed in Fig. 17 a).
Divertor pumping in this case was important - when a pump was not included the plasma appeared
to be detached even at the lower upstream densities, simulated here, due to the high neutral density
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Figure 17: a) The target parallel electron density flux and target electron temperature as a function of
upstream density, comparing JOREK with SOLPS [19] for the R5 scan. b) The ionisation in the lower
divertor is shown for the R5 scan from the JOREK simulations.
in the divertor. In contrast, if the pumping amplitude is too high then the plasma does not detach
because of the lack of neutrals and radiative losses in the divertor.
A.4 Summary of comparison
A comparison has been made for a MAST L-mode case to SOLPS, with qualitative agreement for
an attached plasma. A MAST-U H-mode case has also been compared to SOLPS simulations where
the basic features of detachment are observed with the JOREK fluid neutrals model. A roll-over was
observed indicating detachment. However, it is not as steep as SOLPS and this is due to the missing
physics from the JOREK model, most likely the charge exchange process leading to momentum
losses. Future work could include adapting the model further to include charge exchange as well
as a density-temperature dependant neutral diffusivity, and the inclusion of other neutral species
such as deuterium molecules and carbon could be important. The inclusion of this extra physics
will further increase the computational time of the simulations, some of which already take months
to run on the MARCONI-Cineca supercomputer using 44 nodes (48 cores per node). Whilst, the
simple diffusive neutrals model does not perfectly replicate SOLPS, for our present purposes of
ELM simulations and burn-through the results presented are useful as they demonstrate the model
is sufficient to capture the essential features, of the divertor, for the MAST and MAST-U cases.
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B Appendix B - Single mode number ELM burn-through
The ELM burn-through simulations have the same MHD parameters as the ELM simulations
without neutrals except for the following: κi,⊥ = κe,⊥ = 3.7 × 10−8 kg.m−1.s−1 at the pedestal
top; in the core the parallel heat transport coefficients are κi,‖ = 3.7 kg.m
−1.s−1, κe,‖ = 1.5 × 102
kg.m−1.s−1. The reflective coefficient is set to 95% and Sn = 0.
The flux contours and electron temperature and neutral density in the divertor chamber are
shown in the poloidal plane at a final time step running only with n = 0 at 8.5 ms (Fig. 18
a) and b)). The neutral density has increased in the divertor causing a decrease in the electron
temperature close to the target to a few eV. After 8.5 ms a n = 20 perturbation is introduced and
because the equilibrium is unstable a linear growth in the energy arises. The instability grows at a
rate of 3.0 × 104 s−1, eventually reaching a nonlinear stage where the ELM crash occurs at around
9.5 ms, after which there is a saturation phase. During the crash the ELM filamentary structures
of high density erupt from the plasma edge, as seen in Fig. 18 c) and e). The filament size is
relatively small due to the toroidal flow shear, which is included in the simulations. As expected, a
collapse in the pressure pedestal occurs, the energy and particle pedestal losses are 10% and 17%
respectively. Heat and particles are transported along the SOL to the divertor regions; a quick
increase in the divertor temperature is seen 0.2 ms after the onset of the ELM crash, Fig. 18 e).
This large flux from the ELM causes the hot plasma to burn through the neutrals front, Fig. 18 d)
and f), ionising the neutrals and increasing the heat flux to the Super-X target. The peak heat flux
to the target from the ELM is 0.8 MW/m2, 0.2 ms after the ELM crash occurs. After the ELM, the
neutral density starts to increase again due the increase in plasma density incident on the targets
during the ELM. Fig. 18 g) and h) show the plasma density, divertor electron temperature and
neutral density 4.2 ms after the start of the ELM crash. The filaments have reduced in size and the
temperature in the divertor has decreased, as the neutral density has started to increase.
The evolution of the peak values of various quantities to the outer target are shown in Fig.
19, given by the red lines at 95% reflectivity, during the ELM crash from 9.5 ms to around 9.7 ms
and in the nonlinear saturation phase. Fig. 19 shows, after an increase in the outer target heat
flux during the ELM, a decrease of an order of magnitude occurs around 1 ms after the crash,
following the peak in neutral density. This is not the case for the peak target heat flux observed
in the MAST-U simulations of the Super-X using the JOREK model without neutrals - in that
case the heat flux slowly decreases over several milliseconds. The results also show a significant
reduction, by an order of magnitude, in the overall target heat flux of the Super-X in comparison to
a conventional divertor configuration [38] or to MAST experimental heat fluxes, which were usually
around a few-tens of MW/m2.
The peak plasma density, shown in Fig. 19 at a reflectivity of 95%, increases during the ELM as
the plasma burns through the neutrals front. The large amount of plasma density incident on the
target during the ELM reflects an increased flux of neutrals by approximately a factor 2 causing
a larger interaction between the plasma and the neutrals and thus the targets are cooled. The
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Figure 18: Poloidal plots of a) the flux contours (blue) separatrix (red) and the divertor temperature. b)
The divertor neutral density at 8.5 ms. c) The plasma density and divertor temperature and d) the neutral
density at the start of the ELM. e) The plasma density and divertor temperature and f) the neutral density
at 9.7 ms. g) The plasma density and divertor temperature and h) the neutral density 4.2 ms after the ELM
crash. Note: the lower half of MAST-U is shown but a full tokamak grid is used in the simulations.
initial increase in the electron temperature to 40 eV due to the ELM is then seen to reduce as the
neutrals build-up in the divertor, as the ELM becomes less active. A few ms after the crash the
target temperature is around the value before the ELM, showing a recovery that is shorter than
a typical type-I inter-ELM phase on MAST. Around 13-14 ms into the simulation (approximately
4 ms after the ELM crash) the peak electron temperature at the target is around 5 eV and the
ionisation front has started to move upstream from the target, suggesting a transition back to a
detached state after the ELM. In the saturation phase, oscillations occur in the plasma density,
and to a lesser extent the temperature and neutral density. These oscillations are related to the
filaments moving into the SOL and travelling to the divertor. There is increased plasma density
onto the targets, which causes an oscillation in the peak neutral density as neutrals are reflected
from the wall, which are then ionised as the fluxes from the next filament arrive in the divertor.
B.1 Reflectivity scan
An initial test to explore the role of neutrals in the Super-X divertor during an ELM is conducted
by altering the reflectivity coefficient, as ξre is decreased less neutrals will be present in the divertor.
Recall that, the previous simulations had a reflection coefficient set to 95%. In order to have a high
neutral density in the divertor the reflectivity remains the same until the perturbation (n = 20)
is introduced. A scan of ξre, decreasing from 95% to 75%, 50% and 25%, is conducted during
the ELM simulation and a plot of the evolution of the peak target values comparing the reflective
coefficient is produced, given in Fig. 19. The ELM crash is observed to start earlier for lower
reflectivity, indicating the growth rate of the instability decreases with increasing neutrals in the
simulation domain.
Fig. 19 shows that as the reflectivity is decreased, the neutral density in the divertor decreases,
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as expected. During the ELM crash the lower reflectivity leads to similar peak heat fluxes to the
outer target. The plasma density increases with increasing neutral density as the neutral-plasma
interactions play a role. The peak target electron temperature increases during the ELM and
remains high for the reduced reflectivity cases. There is no recovery to pre-ELM conditions for the
electron temperature, after the ELM crash, for the cases with lower neutral density in the divertor;
in comparison to the case with ξre = 95%.
Figure 19: Evolution of peak outer target values for varying reflective coefficient starting at a reflectivity of
95% (red lines) and decreasing. The recovery to pre-ELM conditions is only observed at high reflectivity.
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